
Product: "ARKOS" dehorner Energy: Butane - Propane - Propene

Job: Animal husbandry, farming Cartridge: Cat. No. 446
Users: Professional

Weight of complete tool alone 477 g
Burner weight 162 g
Handle weight 315 g
Total weight with cartridge 595 g
Cartridge type 446
Time to reach maximum temperature 180 sec.
Time to reach 500°C (working temp.) 70 sec.

Maximum temperature 700 °C ± 20 °C
Sound level when cold (ignition) 75 dbA
Sound level when dehorner is switched on 60 dbA
Operation pointing downward (work position) YES
Consumption 34 g/h
Power (W) 460 W

Power (BTU/h) 1600 BTU/h

Operating time 2 hrs

Accessories
Cattle burner Cat. No. 1420 Trigger + Piezo ignition Cat. No.  14401
Goat burner Cat. No. 1415 Stabiliser stand Cat. No. 4702
Gas cartridge    Cat. No. 446 Nozzle Cat. No. 14021

Cattle tip int. Ø 17 mm / Ø 19 mm Cat. No. 14020

Goat tip int. Ø 15 mm Cat. No. 14015
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IMPORTANT: Read instructions before use 
GUILBERT EXPRESS reserves the right to change products without prior notice. Actual products may differ from photographs.

info@farming.express

Elements

Functions Technical data

• One handle

• One burner with reversible tip

• One stabiliser stand

• One Cat. No. 446 cartridge

• Instructions

• One metal box

• Synchronised ignition

• Power adjustment wheel

• Removable tip

• Reversible tip 

• Can be pointed downward 

immediately

• Trigger-on lock (for continuous

operation)

• Interchangeable burner

• Trigger safety lock for storage

• Removable stabiliser stand

• Lightweight - 500 g

• Self-maintenance with no tools 

required
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